FINISH SCHEDULE  (SEE FINISH NOTES THIS SHEET) DOOR SCHEDULE (SEE DOOR NOTES THIS SHEET) DOOR NOTES

1. EXIT DOORS SHALL SWING IN THE DIRECTION OF EXIT
NORTH WALL EAST WALL SOUTH WALL WEST WALL CEILING SIZE MATERIAL FINISH TRAVEL WHEN SERVING ANY HAZARDOUS AREA OR

WHEN SERVING AN OCCUPANT LOAD OF 50 OR MORE
A (TITLE 24, 1003.3.1.5)

TYPE | WIDTH | HT. [ THICK [ CORE | DOOR | FRAME | DOOR FRAME REMARKS

” 1% | ALUM/GL| ALUM/GL | ALUM  [SATIN-ANOD|SATIN-ANOD| PROVIDE TEMPERED GLASS DOOR PANEL "™ 2 EXIT DOORS SHALL BE OPERABLE FROM THE INSIDE

g 19" WD WD /GL HM X | SEAL/CLR | PAINT | SELECT D.F. SINGLE LITE FRENCH DOOR w/ TEMP. GLASS;j UNDERCUT WITHOUT THE USE OF A KEY OR ANY SPECIAL
KNOWLEDGE OR EFFORT. FLUSH BOLTS OR

” 1% WD WD,/GL HM % | SEAL/CLR | PAINT | SELECT D.F. SINGLE LITE FRENCH DOOR w/ TEMP. GLASS;, UNDERCUT SURFACE BOLTS ARE PROHIBITED. THE UNLATCHING
” 1% WD WD /GL HM ¥ | SEAL/CLR | PAINT | SELECT D.F. SINGLE LITE FRENCH DOOR w/ TEMP. GLAS§; UNDERCUT OF LY LEAT f‘Tﬁ'ﬁl'_-'é g'f:()%g%‘i”gf MORE THAN ONE
. W ('SP GWB LSP GWB Lsp )| ows LSP ” 13" WD WD /GL HM ¥ | SEAL/CLR | PAINT | SELECT D.F. SINGLE LITE FRENCH DOOR w/ TEMP. GLAS, UNDERCUT

" 3. WIDTH & HEIGHT OF EXIT DOORWAYS TO COMPLY
CONFERENCE RM | CONC VB |owB/conc| LsP B [SP GWB L3P GWB LSP Do EN PPN PPN NN, ” 1% WD WD /GL HM * | SEAL/CLR | PAINT | SELECT D.F. SINGLE LITE FRENCH DQOR w/ TEMP. GLASS} UNDERCUT WITH TITLE 24. (TITLE 24, 1003.3.1.3)

NZE ~
HALLWAY CONC VB - - EXPLSTR | LSP - - EXPLSTR| LSP  |EXPLSTR| LSP .
/N * PROVIDE H.M. FRAMES WITH WELDED CORNERS \\// 4. THE BOTTOM 10" OF ALL DOORS SHALL HAVE A
OFFICE 2 CONC VB GWB LSP GWB LSP GWB LSP GWB LSP ACT - SMOOTH UNINTERRUPTED SURFACE.

OFFICE 3 CONC VB GWB LSP GWB LSP GWB LSP GWB LSP ACT - 5. ALL MEANS OF EGRESS DOORS SHALL COMPLY WITH

OFFICE 4 CONC VB GWB LSP GWB LSP GWB LSP GWB LSP ACT — WINDOW SCHEDULE  (SEE WINDOW NOTES THIS SHEET) SECTION To1g g 1o O SECTION 10081 ARD

OFFICE 5 CONC VB GWB LSP GWB LSP GWB LSP GWB LSP ACT - a. MEANS OF EGRESS DOORS SHALL BE READILY
MATERIAL FINISH DISTINGUISHABLE FROM THE ADJACENT

PATIO ENTRY CONC VB GWB LSP - - GWB LSP = =< GWB LSP CONSTRUCTION AND FINISHES WITH NO
PASSAGE CONC VB GWB s |ows/cone| LsP - - ows | P )| - - TYPE SIZE (WIDTH X HEIGHT) FRAME | GLAZING | FRAME | GLAZING REMARKS MIRRORS, SURTAINS, DRAPES, DECORATIONS,
i. WW_/ El ” ’ ” ” ” ‘
6'—4" x 8~-0" VERIFY ALUM DBL CLR. ANOD.| CLEAR PROVIDE TEMPERED GLASS PER "WINDOW NOTES® #2 R o s S AV AT HESS
40" x 2'—4" VERIFY WOOD S6L WOOD CLEAR MATCH EXISTING HIGH WINDOWS SASH & FRAMES HEIGHT, AND SHALL BE CAPABLE OF OPENING
90 DEGREES. THE MAXIMUM SWINGING DOOR
LEAF WIDTH IS 4-FT. NOMINAL.
c. EGRESS DOORS SHALL BE SIDE-HINGED
SWINGING.

ROOM NAME [FLOOR | BASE | MAT. FIN. MAT. FIN. MAT. FIN. MAT. FIN. MAT. FIN. HT. REMARKS

OFFICE 1 CONC VB |GWB/CONC| LSP  |owe/expLSR| LSP GWB LSP  |GWB/CONC| LSP ACT - -
WORKROOM CONC VB GWB LSP  |EXPLSTR| LSP |ows/expisR| LSP  [GWB/CONC| LSP ACT - - A
JZAN
BREAKROOM CONC VB _GWB~_| LSP |EXPLSTR| LSP |EXPLSTR| LSP GWB LSP W~ RASR |~~~
ENGINEERS CONC vB | ows LsP ) owB | LsP_ |owB/PAN [LSP/SEAL [owe/ExpLsR| LSP 3l /SALY | LSP /CLEAN PAINT BEAMS LSP/CLEAN GALV. DECK
INSPECTORS CONC VB 3l /SALY | LSP /CLEAN PAINT BEAMS LSP/CLEAN GALV. DECK
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d. THE OPENING FORCE FOR INTERIOR SIDE-

WI NDOW TYPES DOOR TYPES - SWINGING DOORS WITHOUT CLOSERS SHALL

NOT EXCEED A 5-POUND FORCE. FOR OTHER
3'-0" 4'-0" SIDE SWINGING, SLIDING AND FOLDING DOORS,

DOOR VERIFY THE DOOR LATCH SHALL RELEASE WHEN

TEL 310 392 3995 FAX 310 392 2857
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SUBJECTED TO A 15-POUND FORCE.
e. REVOLVING AND SLIDING DOORS MAY BE USED

2"

IN OTHER THAN GROUP H OCCUPANCIES AS
EGRESS DOORS ONLY IF ALL OF THE
REQUIREMENTS OF SECTION 1008.1.3.1 AND

5
\ 5
2} A6/ SECTION 1008.1.3.3, RESPECTIVELY, ARE MET.

D NEW %" GYP. BD. ON EXIST. GALV. —— EXIST. STL. BEAM
STL. DECK
., EXISTING STUDS NEW FURRED WALL

)#’R\JI'QW

/A
\28/
120" AYAYAVAVAVAVAWAVAVAVAVAWAWAWAWAWAWEWII AN VAVAVAVAVAWAWAWAWAVAVAVAWAY AWAWAWAWAWINYEYE

\52 3 < M 110"

R-19 INSUL. §* e — A , . , . ON DOORS IN THIS BUILDING, SHALL SATISFY THE

N
EXIST. HVAC SUPPLY N N N NN NEW DUCT IN SOFFIT — R-19 INSUL. ——— EXIST. GALV. ROOF NS/ 2 2 FOLLOWING: (1008.1.9)
. 7 el — . . .
90" C’\ DUCT IN HALLWAY Q ( /( y ~a w/ WALL DIFFUSER DECK i ——4- a. THE ACTUATING PORTION OF THE RELEASING

. DEVICE SHALL EXTEND AT LEAST ONE-HALF OF
5 == N = s
~ SURFACE MOUNTED T | | | |
1 LIGHT FIXTURE
YP_ WINDOW — T— NEW SUSPENDED NEW ROUND GALV.

2'_4"
VERIFY

€

2@

T PANIC AND FIRE EXIT HARDWARE, WHERE INSTALLED

7'-0" DOOR
8'-0" VERIFY

>
&
D
@

AN ' "
fj | | -SEOENEBAN [ BEBEEAIEOAN [ BEDAARAAREL [ SEANAAOAE 8'-0
N =

A B 6. THE DOOR LEAF WIDTH.
b. THE MAXIMUM UNLATCHING FORCE DOES NOT
NEW ACOUSTICAL | LIGHT FIXTURE HVAC DUCT . 6-0"

EXCEED 15-POUND.
L “ . PIVOTED OR BALANCED DOORS SHALL BE OF
gfév gCR%USTICAL EXISTING WINDOWS FINISH LEGEND DOOR & WINDOW NOTES ° THE PUSH-PAD TYPE WHERE PANIC HARDWARE
CEILING GRID NEW GALV. HVAC '
OPEN OFFICE DUCT TO OFFICES

IS REQUIRED, AND THE PAD SHALL NOT EXTEND
/ / A MATERIALS ACROSS MORE THAN ONE-HALF OF THE DOOR

gl_oll
10'-0"
8"0"

H

WORK ROOM

OFFICE AP XY ACT ACOUSTICAL CEILING TILE TYPICAL ALUMINUM STOREFRONT FRAME. WIDTH, MEASURED FROM THE LATCH SIDE.

GWB 3" GVPRSUMWALLBOARD MATCH EXISTING FINISH.
2 COATS LOW SHEEN (EGGSHELL)
NEW SILL PAINT OVER 1 COAT PRIMER

\ LSP TEMPERED GLASS PER WINDOW NOTE #2.
WALL VB BASE

MATCH EXISTING TINT.
CONC EXISTING CONCRETE *

LEVER HARDWARE MOUNTED 30"- 44" A FFF.
EXPLSTR EXISTING PLASTER
\\/\/j @ PAN PANELING

NEW STUD WALL

w/ %" GYP. BD.
EACH SIDE

7!_6"

6"8"

WHERE KEY-OPERATED LOCKING DEVICES ARE
USED, POST A SIGN ON OR ADJACENT TO THE
REQUIRED MAIN EXIT DOOR WITH 1-IN. LETTERING
STATING: "THIS DOOR TO REMAIN UNLOCKED WHEN
BUILDING IS OCCUPIED." (1008.1.8.3)

[]

7'-Q" CLR.

(<]

EXIST. CONC.
SLAB FLOOR _‘

w/ 981 KEYWAY

/N EGRESS DOORS OR GATES SHALL BE OPENABLE
CLOSER (LCN 4041 SERIES) FROM THE EGRESS SIDE WITHOUT THE USE OF A
INUM DOOR PER SCHEDULE KEY, SPECIAL KNOWLEDGE, OR EFFORT. DOOR

A\ BUILDING SECTION DD

STL BM STEEL BEAMS HANDLES, PULLS, LATCHES. LOCKS, AND OTHER
* NOTE: 1. GRIND & POLISH EXIST. CONC. FLOORS. 8. IN. ABOVE THE FINISHED FLOOR. MANUALLY
CONC. WALLS. NOT PERMITTED. THE UNLATCHING OF ANY DOOR
OR LEAF SHALL NOT REQUIRE MORE THAN ONE
OPERATION.  (1008.1.8)

>
&

T.O.W. T.O.W. "
PARALLEL EXIST. GALV. PERPENDICULAR NEW 2x4 STUDS @ 16"0.C.

EXIST. CONC. WALL & PILASTER,; —— NEW 2x4 GYP. BD. WALL 2\ N TYP. STL. BEAM @ 20'-0"0.C. — EXIST. CONC. WALL & PILASTER,; STL. DECK /14 FROM TOP OF EXIST'G WALL
CLEAN & SANDBLAST EXPOSED CLEAN & SANDBLAST EXPOSED

A6 TO BOT. OF GALV. DECK 9. THE FLOOR OR LANDING ON EACH SIDE OF DOORS
AREAS AREAS

SHALL NOT BE MORE THAN 1/2-IN. LOWER THAN THE
ANEEAVAWANSWAWAWAWSWAN \WEWAWEWAWEAEAWAWSWSWAWAWSWAWAF AN THRESHOLD OF THE DOORWAY. RAISED

N ;gi'; R-19 INSUL. THRESHOLDS AND FLOOR LEVEL CHANGES GREATER

35,-0" ,

|
ALV. DUCT N@ .
o]

i
N 311‘0"

N

THAN 1/4-IN. AT DOORWAYS SHALL BE BEVELED WITH
A SLOPE NOT GREATER THAN ONE UNIT VERTICAL IN
TWO UNITS HORIZONTAL (50% SLOPE). (1008.1.6)
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o GALV. DUCT
B @K_ OPENING
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OPENING

e

/ 740" 0.C. TYP. WINDOW NOTES
SUSPENDED LIGHT . / . Issue
FIXTURE, TYP. EXIST. MAHOGANY 1. PROVIDE GLASS COMPLYING WITH CHAPTER 24, UBC.
Wy

TORRANCE BUILDING DEPARTMENT

PERMIT CENTER PHASE I
TORRANCE, CALIFORNIA 90503

3031 TORRANCE BOULEVARD
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DOOR, WINDOW & FINISH SCHEDULES,
SECTION & INTERIOR ELEVATIONS

1 2!_0"

8!_0"

PANELING CONSTRUCTION DOCUMENTS ~ 04.FEB.14
2. PROVIDE TEMPERED GLASS AS REQUIRED FOR

REMAINING
HAZARDOUS LOCATIONS BY CHAPTER 24, UBC, IN A CITY REVISIONS #1 29.AUG.14

NEW DOORS, ADJACENT TO NEW DOORS, & IN ALL /2\ CITY REVISIONS #2 05.SEP.14
NEW GLAZING WITHIN 18" FROM THE FLOOR,

9'-0" (VERIFY)
9'-0" (VERIFY)
9'-0" VERIFY

EXIST. DOOR

76" (VERIFY)

WALL

3'-0" SILL

(\ k 3. EACH LIGHT OF SAFETY GLAZING MATERIAL
INSTALLED IN HAZARDOUS LOCATIONS SHALL BE
IDENTIFIED BY A PERMANENT LABEL THAT SPECIFIES
THE LABELER, AND STATES THAT SAFETY-GLAZING
MATERIAL HAS BEEN UTILIZED IN SUCH
INSTALLATIONS. THE FOLLOWING SHALL BE
EAST INTERIOR ELEVATION @ SOUTH INTERIOR ELEVATION INSTALLATIONS. THE FOLLOWING SHALLBE
SCALE: 1/4"=1"-0" SCALE: 1/4"=1"-0" THE PURPOSE OF SAFETY GLAZING, GLAZING IN:

5-0" VERIFY 5'-0" VERIFY

A. INGRESS AND EGRESS DOOR.

B. FIXED AND SLIDING PANELS OF SLIDING DOOR

ASSEMBLIES AND PANELS IN SWINGING DOORS

OTHER THAN WARDROBE DOOR. ARANGEMENTS REPAESENTED THEREEY ARE AND SPALL REMATNTHE

C. STORM DOORS. DRSCLOSED T0 OTHERS OR USED T CONNECTION WETH ANY WORK OR PROJECT

(14 D. ALL UNFRAMED SWINGING DOORS. D DEVLOPED WITHOUT THE RITTEN CONSENT OF THE ARCAITECE JISUAL

A6/ E. DOORS AND ENCLOSURES FOR HOT TUBS, CONCLUSIVE EVIDENCE OF ACCERTANCE OF THESE AESTRICTIONG, 1 T8
WRITTEN DIMENSIONS ON THESE DRAWINGS SHALL HAVE PRECEDENCE OVER

\ F.  FIXED OR OPERABLE PANELS ADJACENT TO A RO PR ASPROVAL BEFORE PROCEEDING WETH FABRICATIOR. 10 111
DOOR WHERE THE NEAREST EXPOSED EDGE OF THE Copyright 2004

10'-0" AB GLAZING IS WITHIN 24 INCHES (610 mm) ARC OF
EITHER VERTICAL EDGE OF THE DOOR IN A CLOSED

20!_0" \, 20!_0" 20!_0"

T.O.W. " T.O.W.
PERPENDIGULAR NEW 2x4 STUDS @ 16"0.C. FROM TOP OF PARALLEL NEW WINDOWS & TYP. STL. BEAM —— NEW WINDOWS &

EXIST'G WALL TO BOT. OF GALV. DECK — w TRIM TO MATCH EXISTING 20'-0"O.C. TRIM TO MATCH EXISTING
(14 R (2 =
\268/ \A¢6/
BREAK RM NOTES POSITION AND WHERE THE BOTTOM EXPOSED EDGE Date 15.0CT.13
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| OF THE GLAZING IS LESS THAN 60 INCHES (1525 mm)

. :
& %
L L v KC
S R-19 INSUL. | 1 VINYL COVED BASE. ABOVE THE WALKING SURFACE. Drawn
T~ TS G. AN INDIVIDUAL FIXED OR OPERABLE PANEL, Checked W
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2!_4"

1 8"
1 8"

T OTHER THAN DESCRIBED IN ITEMS 'E' AND 'F', THAT
C—NEWFLOOR | B || 2. STAINLESS STEEL H.C. SINK. MEET ALL OF THE FOLLOWING CONDITIONS: Scale
L—— TYP. EXISTING WALL w/ %"

WINDOWS GYP. BD. EA.
SIDE

7-0"0.C,TYP. /

— TYP. EXIST'G SUSP. LIGHT J
WINDOWS FIXT., TYP. 7'-6" VERIFY

3!_2!!

.| /LEQ.  EQ.
5 q 3. CORIAN COUNTERTOP. i.  EXPOSED AREA OF AN INDIVIDUAL PANE Job. No.

[
; ; GREATER THAN 9 SQUARE FEET (0.84 m2).
INK
CFS @ 4. BASE CABINET. i. EXPOSED BOTTOM EDGE LESS THAN 18 INCHES
| (457 mm) ABOVE THE FLOOR.
' 5. OVERHEAD CABINET. ii. EXPOSED TOP EDGE GREATER THAN 36 INCHES
(914 mm) ABOVE THE FLOOR.

10'-0"

8!_0"
7"6"

|
6-0" VERIFY
E [~]
Y

18"

6"8"

,3-10" (VERIFY) 4'-0" VERIFY
" ALIGN W/
WINDOW ABV

FILL EXISTING WINDOW OPENING (3 PLACES) WITH 2x 5-0" OPEN'G
STUD FRAMING & GYP. BD. FINISH. REMOVE TRIM VERIFY
TOP & BOTTOM & CONTINUE WALL FINISH TO CEILING.

\_/\/\_/\ \
CUT/FINISH FILL/FINISH FILL/FINISH

ST coL > NEW OPENG EXIST. OPEN'G STL CoL. EXIST. OPEN'G ST coL. STL COL 3 P e

IN WALL UNDER WDW IN WALL IN WALL IN WALL VERIFY “VERIF F| N |SH NOTES

INSPECTORS / ENGINEERS - EAST WALL
REMOVE EXISTING PLYWOOD PANELING & PROVIDE NEW GYP. BD. THIS WALL ALL THE WAY TO BOTTOM OF GALV. DECK

[
OPEN
. REFRIGERATOR LOCATION .
"I A 38" cLR. iv.  ONE OR MORE WALKING SURFACES WITHIN 36
IRNNE (VERIFY SIZE).

L . INCHES (914 mm) HORIZONTALLY OF THE PLANE OF

7. FULL CORIAN SPLASH TO THE GLAZING.

BOTTOM OF UPPER CABINETS.

34"
o

1. INTERIOR FINISH MATERIALS APPLIED TO WALL &

WEST INTERIOR ELEVATION @ BREAK ROOM ELEVATION gEICI:.ITl;lgs;)g{s\LLBETESTEDASSPEC|F|ED|N

SCALE: 1/4"=1'-0" SCALE: 1/4"=1'-0"




